Unique 00718  (03-31-08)

SECTION 00718 - HYDRATED LIME SLURRY IN COLD-IN-PLACE RECYCLING TC "SECTION 00718 - HYDRATED LIME SLURRY IN COLD-IN-PLACE RECYCLING" \f C \l "1" 
Section 00718, which is not a Standard Specification, is included in this Project by Special Provision.

Description

00718.00  Scope - This work consists of producing hydrated lime slurry at the job site and incorporating the hydrated lime slurry into milled reclaimed asphalt pavement (RAP).

Materials

00718.10  Lime - Use high calcium hydrated lime slurry in RAP conforming to the hydrated lime specification ASTM C 1097 or AASHTO M 303.  If granular quicklime is used to manufacture the hydrated lime slurry, use 3/8" - 0 material conforming to ASTM C 977.

00718.11  Water - Provide water meeting the requirements of 00340.10.

Equipment

00718.20  Lime Slurry Plant - Use mixing equipment specifically designed for production of hydrated lime slurries.  Equip plants with scales and meters to accurately proportion lime and water within 0.5% by weigh.

00718.21  Lime Metering - Introduce the hydrated lime slurry at the mill head as specified by the Engineer by weight of the RAP material.  Calculate the weight of the RAP material by pounds per cubic foot for volume of cut.  Use a metering device to accurately measure the amount of hydrated lime slurry required to within ( 10%.

00718.22  Lime Feed Tank - Use agitators or similar equipment to keep the hydrated lime slurry in suspension when held in the lime slurry feed transport tank.

Keep the hydrated lime slurry in suspension during transport using similar agitator equipment.

Construction

00718.40  Incorporation of Lime and Water - Produce hydrated lime slurry with the required amount of water to provide a uniform pumpable consistency and that is uniformly incorporated into the RAP at the specified percentage.

Apply hydrated lime at the rate of 1.5% by weight of the RAP material.

00718.41  Acceptance - Acceptance of hydrated lime will be as follows:

(a)  Chemical Composition - Provide chemical certificates of compliance at the Engineers request.

(b)  Solids Content - Provide batch logs and solids content for each mixed load.

Measurement

00718.80  Measurement - The quantity of lime will be measured on the weight basis and will be limited to the dry weight of dry lime used to prepare lime slurry incorporated in the work at the rate and in the quantity specified or directed.
Payment

00718.90  Payment - The accepted quantities of dry lime used to prepare lime slurry will be paid for at the Contract unit price, per ton, for the item "Hydrated Lime in CIR".

Payment will be payment in full for furnishing and placing all materials, and for furnishing all equipment, labor, and incidentals necessary to complete the work as specified.

No separate or additional payment will be made lime that is lost, displaced, used in reworking, used in restoration work, or which is used contrary to the specifications or for water used in the work.
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