[bookmark: _GoBack]SP00445  (2018 Specifications: 07-01-20)	(This Section requires SP00405.
	Requires SP00440 when concrete
	blocks are required.  Requires SP02510
	when reinforcement is required.
	Requires SP02410 when concrete 
	pipe is required. Requires SP02440
	when rubber gaskets are required.)

(This Section requires SP00415 	when constructing new runs or extensions of sanitary sewer, storm sewer, or culvert pipes with any joints, including where the new pipe meets existing pipe or manhole. When SP00415 is used, ensure that a video pipe inspection pay item is included under 00415.90 and in the schedule of items.)

SECTION 00445 - SANITARY, STORM, CULVERT, SIPHON, AND IRRIGATION PIPE

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00445 of the Standard Specifications modified as follows:

00445.01  Definitions and Descriptive Terms – Delete the definitions for Plain and Steel.

00445.43(b)  Concrete Pipe ‑ Replace the paragraph that begins “Lay elliptical reinforced pipe so …” with the following paragraph:

Lay elliptical reinforced pipe so that the top or bottom marks are not more than 5 degrees from vertical. Provide all rigid pipe entering or leaving manholes with flexible joints within 18 inches of the manhole Structure and placed on firmly compacted bedding.

00445.43(f)  Polypropylene Pipe ‑ Replace the paragraph that begins “Provide joints made with…” with the following paragraph:

Provide joints made with bell‑and‑spigot coupling.


	1
