SP00920  (2018 Specifications: 08-01-20)	(This Section requires SP00440
[bookmark: _GoBack]	Requires SP02510 when 
	reinforcement is required.)

SECTION 00920 - SIGN SUPPORT FOOTINGS

(Follow all instructions. If there are no instructions above a subsection, paragraph, sentence, or bullet, then include it in the project. The specifications may be modified to include project specific specifications, but all additions, deletions, or modifications must be sent to the ODOT Technical Resource and State Specifications Engineer for review and approval.)

Comply with Section 00920 of the Standard Specifications modified as follows:

00920.10  Materials – Delete “Conduit” from the list of materials.

Replace the “Reinforcement” line with the following line:

	Reinforcement	02510

(Use the following subsection .41 when drilled shaft footings are required for major sign supports.)

00920.41  Concrete - Add the following paragraph to the end of this subsection:

Prepare and install major sign support drilled shaft construction joints according to the applicable portions of 00540.43(a).

(Use the following subsection .80 when minor or major sign supports are required.)

00920.80  Measurement - Add the following to the end of this subsection:

(Use the following paragraph and table when minor sign supports are required. Obtain support types and quantities from the Designer. Delete the entire row if the support type is not used on the project.)

The estimated quantities of concrete for minor sign supports are:

	Support Type		Quantity


Multi-Post Breakaway Sign Supports	cu. yd.
Triangular Base Breakaway Sign Supports	cu. yd.
Pipe Breakaway Sign Supports	cu. yd.
Perforated Steel Square Tube Slip Base Sign Supports	cu. yd.
90 Degree Rotational Sign Supports	cu. yd.
Pipe Sign Supports	cu. yd.
Perforated Steel Square Tube Anchor Sign Supports	cu. yd.

(Use the following paragraphs and table when major sign support spread footings are required. Do not include any quantities for drilled shaft foundations, including the cap. Replace "(Support Type)" and "(Str. No.)" with specific information. Obtain support types, structure numbers, and quantities from the Designer. Replace "(Support Type)" only with one of the following:
Truss Sign Bridge
Monotube Sign Bridge
Butterfly Sign Structure
Monotube Cantilever Sign Structure
Delete materials and quantities that do not apply. Copy the table as necessary for additional locations.)

The estimated quantities of materials for major sign supports are:

	Location	Material	Quantity

	(Support Type)	Excavation	 cu. yd.
	Structure Number (Str. No)	Backfill	 cu. yd.
	Concrete	 cu. yd.
	Reinforcement	 pound
	Miscellaneous Metal	 pound

(Use the following paragraph when drilled shaft foundations are required for major sign supports.)

Drilled shaft caps and construction joint preparation for major sign supports will be measured according to 00921.80.

(Use the following subsection .90 when drilled shaft foundations are required for major sign supports.)

00920.90 Payment – Add the following sentence to the end of the paragraph that begins “The accepted quantities of Work performed…”:

Drilled shaft caps and construction joint preparation for major sign supports will be paid for according to 00921.90.
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